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Parapet opening at abutment.

BRIDGES WITH PARAPET

Location: Dual Bridges-Each Approach End (Outside Shoulder).
Single Bridge - Approach End - North or East corner.
Where bridge has a concrete parapet and no
definitive end past, place year built marking
and structure inventory number on face of
parapet as close to center line of bearing at
abutment as practical.

Bridge A —~—¢ first rail post
roilingv A/2 ‘ A/2 on bridge or bridge
| leng wall
g L I'-5" Min. |
e | ]
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- —— 2000 0302300 |
¢ of year bullt “ﬂ —~C of inventory noX
and inventory no. —~¢ of year built no.

BRIDGES WITH RAILING AND NO PARAPETS

Top of crash wall/

5/_0// i'
min.

¢ of Inventory Number ¥
Place number on traffic
side of approach end dll
piers adjacent to roadway.

[ I
Finished E
groundline
at pier.

Notes:

I.For existing structures, where a year built
is shown on the structure and structure is
to be rehabilitated, the marking should read
1942-2000 (old year first - new year).

2.For existing structures with no year built
contact the Office of Structures

for old year.

3.For Year Built Numerals refer to Standard
No. M(0.07)-99-334.

barrier (when used).
§ I R ———
|
f
_l

ONLY

PIER COLUMN
ON ROAD OVER ROAD BRIDGES

*Black numbers 3" high on a painted white

background, (5" x 17").
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